
INDUSTRIAL HOSES
CATALOGUE

BOTE INDUSTRIES
Your reliable business partner



Who are we?
BOTE Industries specializes in the manufacturing and 
distribution of a range of Hose. These hoses are largely used in 
the mining industry for the conveyance of slurry, automotive 
industry, agriculture, oil and gas, tank trucks and general 
application hoses. The hoses are further suitable to convey any 
type of fluids, powders, granules, gases and liquids. The hoses 
can reach continuous lengths up to 60 meters and can be 
supplied with any type of fittings at the ends. Each rubber hose 
is tailor-made for the customer. It is a perfect mix of technology 
and manual experiences of the men and women who work with 
them.

What we do?
Our Business focuses on the following key aspects:

 Industrial Trade and Automotive customer base who 
requires supplier expertise in the industrial rubber hose 
market.

 Trained knowledgeable staff
 Great team culture dedicated to genuine service.
 Best Service. Best Value. Best  Advice. Best Price
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RUBBER AIR HOSE

Air / Water Rubber Hose-extruded Smooth

 
 Code

 

I.d.
 

o.d.
 

W.P.
 

mm
 
inch

 
mm

 
bar

 
psi

 

B.P.
 

Weight
 

bar
 

psi
 

kg/m
 

Max.Length
 

m/roll
 

 1001000
 

5
 

1001001  6  

1001002  8  

1001003  10  

1001004  13  

1001005  16  

1001006
 

19
 

1001007
 

22
 

1001008
 

25
 

3/16”
 

12
 

1/4”  13  

5/16”  15  

3/8”  17  

1/2”  22  

5/8”  25  

3/4”
 

29
 

7/8”
 

32
 

1”
 

36
 

20
 

300
 

60
 

20  300 60 

20  300 60 

20  300 60 

20  300 60 

20  300 60 

20
 

300
 

60
 

20
 

300
 

60
 

20
 

300
 

60
 

900
 

0.13
 

100
 

900 0.15 100 

900 0.23 100 

900 0.26 100 

900 0.36 100 

900 0.53 50 

900
 

0.64
 

50
 

900
 

0.75
 

50
 

900
 

0.85
 

50
 

 

Tube:
Black smooth oil-mist resistant synthetic rubber.

Reinforcement:
High tensile synthetic yarn braided.

Cover:
Black or color smooth synthetic rubber, weather and abrasion resistant

Application:
For a variety of general purposes in industries, construction sites & mines

Temperature Range:
-35°C to 80°C

Jackhammer Hose Assembly 300psi

 
 

Code  
Mode  PlY  size  (mm)  Pressure(psi) Weight 

M aximum loading 
Quantity-PC 

 

 
1002001 

1002002  

1002003  

in  i.d. 

3/4"x50FT       1B              19  

1”x50FT  1B  25.4  

1”x50FT  2B  25.4  

o.d.         tolerance          w.p. 

29             +/-0.8              250 

36             +/-1.0              200 

37  +/-1.0  300 

b.p. kg/pc 

750                11 

600              14.5 

900 15.5 

each pallet 20’ 40’ 

45 900                    1800 

28 -32 600 1200 

28 -32 600 1200 

 
 

Construction:
Tube - Black seamless medium oil resistant synthetic rubber.

Reinforcement:
High tensile synthetic yarn.

Cover:
EPDM Cover, smooth yellow or red and abrasion resistant.

Application:
A long Length air hose for construction and general industry.

Temperature Range:
-40°C to +82°C (-40°F to +180°F)

Standard Lengths:
15m / 30 



Air Compressor Hose Assembly 20Bar

Description:
A highly durable yellow Cover compressed air hose, fitted with interlocking 
safety clamps and quick release couplings. It remains flexible even in cold 
conditions. Available in standard 15m or 30m Lengths but can be supplied in 
longer lengths.

Fittings:
As standard, each compressor hose assembly is fitted with European type 
malleable iron quick release couplings secured using interlocking safety claw 
type clamps. We can also offer with US QAY type couplings and also swaged 
on. Lengths: Available in standard 15m lengths, longer lengths are possible.

Other:
For compressed air assemblies we always recommend using Type A whip 
check safety cables.

Code
 

1017000
 

1017001  

1017002  

1017003 

1017004  

1017005  

1017006
 

1017007
 

I.d.
           

o.d.
 

mm            
 

mm
 

19                
 

29
 

 
19  29  

 
19  29  

 
19                 29 

25                 36  
 

25  36  
 

25
 

36
 

 

25
 

36
 

W.P.
 

W.P.
 

Length
 

bar          psi
              

m
 

20
 

300
 

1
 

 
20  300  15 
 
20  300  15 
 
20             300               15 

20             300               15 
 

20  300  15 
 

20
 

300
 

15
 

 

20
 

300
 

15
 

Weight
 

kg/each 
10.5

 
 

10.5 
 

10.5 
 

10.5 

14 
 

14 
 

14
 

 

14
 

 Fittings
 

Clamps
 

 EUROPEAN TYPE
 

CLAW 
Q1                                 

 
CLAMPS

 
US TYPE QAY1  CLAW 

CLAMPS 
EUROPEAN TYPE SWAGED 

Q1 

US TYPE QAY1 SWAGED 

EUROPEAN TYPE CLAW 
Q1                                  CLAMPS 

US TYPE QAY1  CLAW 
CLAMPS

 

EUROPEAN TYPE
 

SWAGED 
Q1

 

US TYPE QAY1
 

SWAGED
 

 
 

Steel Wire Reinforced Air Hose 40Bar

Application:
High pressure steel wire reinforced compressed air hose;

Temperature:
From -30°C (-22°F) to +70°C (+158°F).

Tube
Black, smooth, NBR rubber.

Reinforcement: 
High tensile steel wire.

Cover:
Yellow smooth (wrapped finish) long lasting EPDM rubber, weathering and 
ozone resistant.

Code  

1003001 

1003002 

1003003 

1003004 

1003005 

1003006 

1003007  

1003008
 

I.d.
 

o.d.
 

W.P.
 

mm                                mm                                bar 
13                                       22                                        40 

19                                       28                                       40 

25                                       34                                       40 

32                                       42                                       40 

38                                       48                                       40 

51                                       64                                       40 

63.5                                     77                                        30 

76
 

90
 

30
 

B.P.
 

Max.
 

Length
 

bar                                  m 
120                                      61 

120                                      61 

120                                      61 

120                                      61 

120                                      61 

120                                      61 

90                                       61 

90
 

61
 



RUBBER WATER HOSE

Water Suction & Delivery Hose 10Bar

Application:
Suitable for water and non-corrosive fluids. Suitable for
agricultural purposes, industries and public works.

Tube
Black Smooth SBR Rubber.

Reinforcement:
High tensile textile cord with steel helix wire.

Cover:
Black, smooth rubber, whether and abrasion resistant, cloth impression.

ePdM Water Hose - Smooth Surface, Fiber Braid

Application:
For the transportation of high-pressure air or water liquid.

Specific Information:
Material: SBR,NR,NBR,EPDM,CR

Work Pressure:
20bar

Reinforcement:
1 or 2 layer of fiber braid.

Surface: 
Smooth

Burst Pressure:
60bar

Code
 in

 

I.d.
 
mm

 
in.

 

o.d.
 

mm
 

 W.P.
 

psi.
 

mpa.
 

 reI nFor Ce
 

Weight
 

laYer
 

kg/m
 

 unIt
 

Length
 

m/roll
 

2007001
 

3/16 

2007002                 
 

1/4 

2007003  5/16 

2007004                  3/8 

2007005                  1/2 

2007006                  5/8 

2007007                  3/4 

2007008                   3/4 

2007009                  
 

1 

2007010                  
 

1 

2007011
 

1 1/4
 

2007012
 

1 1/2
 

4.8                  
 

0.45 

6.4                  
 

0.63 

7.9                   0.59 

9.5                   0.75 

12.7                  0.91 

15.9                   0.96 

19.1                  1.14 

19.1                  1.18 

25.4                 
 

1.42 

25.4                 
 

1.42 

31.8                 
 

1.75
 

38.1
 

2”
 

11.5               
 
300         

 
2.07                   

 
1                      

 
0.15
                         

100 

16                
 
300         

 
2.07                   

 
1                      

 
0.18                        

 
100 

15.0                300          2.07                    1                       0.22                         100 

19.1                300          2.07                    1                       0.27                         100 

23.1                300          2.07                    1                       0.40                         100 

24.5                300          2.07                    1                       0.50                         100 

29.0                300          2.07                    1                       0.75                         100 

30.0                300          2.07                    2                       0.80                         100 

36.1               
 
300         

 
2.07                   

 
1                      

 
0.95                        

 
100 

36.1               
 
300         

 
2.07                   

 
2

                       
0.95                        

 
100 

44.5               
 
300         

 
2.07                   

 
2                      

 
0.70                         

 
50

 

54.0
 

300
 

2.07
 

2
 

0.85
 

50
 

Color:
Black, grey, yellow,red,blue,white.

Standard:
ISO 2398; Bs2050

Working Temperature:
-40°C to 121°C

 
BEST SERVICE. BEST VALUE. BEST ADVICE. BEST PRICE. 



Slurry Dredge Hose - ISO 3821:2008

Application:
Mandrel built hardwall hose for suction and discharge of slurry fluids. Suitable 
for agricultural, industrial and other applications.

Temperature: 
From -30°C to +70°C

Tube:
Black, smooth, Natural Rubber

Reinforcement:
High strength synthetic cord and helix wire.

Cover:
Black, Corrugated, (wrapped finish) synthetic rubber, weathering and ozone 
resistant.

OIL & PETROLEUM HOSE

SAE 100r4 - Hydraulic Coils s/d Hose

Hose type: 
Mandrel Built

Tube:
Hydraulic oil resistant special synthetic rubber

Reinforcement:
High tensile synthetic textile and steel wire helix

Cover:
Oil, heat, abrasion, ozone and weather resistant special synthetic
rubber

Application:
In oil return lines of hydraulic systems of industrial and
agricultural

Temperature:
-40℃ to +121℃.

Cover:
Wrapped Surface

  
 Code

 
 

3001001 

3001002 

3001003 

3001004 

3001005 

3001006 

3001007 

3001008 

3001009
 

3001010
 

InsIde
 

ф
 

mm
 

19 

25.4 

31.8 

38.1 

44.5 

51 

63.5 

76.2 

89
 

102
 

OutsIde
 

ф
 

W.P.
 

mm
 

bar
 

psi
 

30                        21                       305 

35.5                       17                       247 

44                         14                       203 

51                        10                       145 

58.1                       10                       140 

64                         7                         102 

77                         4                          58 

91                        
 

4
                         

58
 

103.5
 

3
 

44
 

117.5
 

2.5
 

36
 

B.P.
 

Bend
 

radI us
 

Weight
 

Length
 

bar                   
 

mm                   
 

kg/m                   
 

m
 

84 127 0.76 40 

68 152 0.88 40 

56 203 1.17 40 

40 254 1.51 40 

40 275 1.65 40 

28 305                         1.9 40 

16 356 2.54 40 

16
 

457
 

3.08
 

40 

12
 

533
 

3.36
 

40
 

10
 

610
 

3.9
 

40



STEAM HOSE

165 Textile Steam Hose - 7Bar

Application:
Reinforced steam hose, designed for saturated 
steam with 6bar in maximum working pressure; 
Exhausting the water after using to extend the 
service life.

Temperature:
-40℃ to 165℃

Tube:
Black, smooth, Resistance to high Temperature 
saturated steam EPDM synthetic rubber.

Code
 

I.d.
 

o.d.
 

mm
 

inch
 

mm
 

inch
 

W.P.
 

B.P.
 

Weight
  

CoIl
 L e n g t h

 
bar

 
psi

 
bar

 
psi
 

kg/m
 

m
 

 ST13  13 

ST16  16 

ST19  19 

ST25  25  

ST32  32 

ST38  38 

ST51  51 

ST63
 

63 

ST76
 

76
 

ST102
 

102
 

1/2"                25                  1                   6 

5/8"                30              1 1/16               6  

3/4"                33             1 19/64              6 

1"                 40              1  19/32               6  

1-1/4"              48             1  29/32              6  

1-1/2"              54               2  1/8                6  

2"                 69             3 23/32              6  

2-1/2"             
 

81            
 

3
 

13/64
              

6
 

3"                
 

94            
 

3 45/64             
 
6

 

4"
 

122
 

4 13/16
 

6
 

90 60 900 0.39 40 

90 60 900 0.56 40 

90 60 900 0.63                          40/61 

90 60 900 0.81                          40/61 

90 60 900 1.11                          40/61 

90 60 900 1.28                          40/61 

90 60 900 1.89                          40/61 

90
 

60
 

900
 

2.23                         
 

40/61
 

90
 

60
 

900
 

2.76                         
 

40/61
 

90
 

60
 

900
 

4.02
 

40/61
 

165 Textile Steam Hose - 7Bar

Reinforcement:
High strength synthetic cord

Cover:
Black, smooth(wrapped finish)synthetic EPDM rubber. 
High Temperature, weathering and ozone resistant.

Optional Request:
High strength synthetic helix wire, Black Cover, Negative
pressure resistance.

Application:
Using in petrochemical industry, shipyard. It 
could resist the super-heated steam of 
maximum 230°C.

Temperature:
-40℃ to +210℃

Tube:
Black, smooth, Resistance to high Temperature 
EPDM synthetic rubber.

Reinforcement:
High strength synthetic cord with 2 layers helix wire.

Cover:
Black, smooth(wrapped finish)synthetic EPDM rubber. 
High Temperature, oil and weathering resistant.

Optional Request:
High strength synthetic helix wire, Black Cover, Negative 
pressure resistance.

 

Code
 

I.d.
 

o.d.
 

W.P.
 

mm
 

inch
 

mm
 

inch
 

bar
 

psi
 

B.P.
 

Weight
  

CoIl
 L e n g t h

 
bar

 
psi
 

kg/m
 

m
 

 RST13  13 

RST16  16 

RST19  19 

RST25  25 

RST32  32 

RST38  38 

RST51  51 

RST63  63 

RST76
 

76
 

RST102
 
102

 

1/2"                25                  1                  18 

5/8"                30              1 1/16              18 

3/4"                33             1  19/64             18 

1"                  40             1  19/32             18  

1-1/4"              48             1 29/32              18 

1-1/2"              54               2 1/8               18 

2"                 69             3 23/32              18  

2-1/2"              81              3  13/64             18 

3"                
 

94            
 

3 45/64
             

18
 

4"
 

122
 

4
 

13/16
 

18
 

270 180 2700 0.53 40/61 

270 180 2700 0.75 40/61 
270 180 2700 0.78 40/61 

270 180 2700 1.03 40/61 

270 180 2700 1.41 40/61 

270 180 2700 1.78 40/61 

270 180 2700 2.58 40/61 

270 180 2700 3.16 40/61 

270
 

180
 

2700
 

4.02
 

40/61
 

270
 

180
 

2700
 

6.22
 

40/61
 

 
 

I



MATERIAL HANDLING HOSE

Sandblast Hose 2 - Braid (ISO 3861:2010)

Application:
Wear-resistant, electric conductive blasting hoses suitable for any kind of abrasive blasting 
job. Hose inner tube is made of highest abrasion resistance natural rubber

Marking:
Super Blast-19 19x33MM W.P. 12Bar B.P. 36Bar

Temperature:
-35°C to 80°C

Tube:
Smooth, black, antistatic, abrasion resistant NR/BR rubber compound. Abrasion according to 
DIN 53516:1987. Max. 60 - 70 mm3.

Reinforcement:
Textile, wrapped.

Cover:
Black, antistatic, weather and abrasion resistant SBR/NBR rubber compound, cloth 
impression.

WELDING HOSE

 

Code  
I .d.  

mm  
5001001  13 

5001002  19 

5001003  25 

5001004  32  

5001005  38  

o.d.  W.P. 
 

mm                          bar 

27                                 12 

33                                  12 

39                                 12 

48                                 12 

54  12 

B.P.
  

CoIl
 

Co l
 

L e n g t h           L e n g t h 
bar m ft 
36                              20,40                           50,100 

36                              20,40                           50,100 

36                              20,40                           50,100 

36                              20,40                           50,100 

36 20,40 50,100 

remarks:
 

abrasion
 

loss
 

acc dIn
 

53516 Max
 

60mm3,(abrasion
 

loss
 
50mm3

 
available

 
now)

 

 

I

I
I

Twin Line Welding Hose- ISO 3821:2008

Tube:
Black, smooth, synthetic rubber

Reinforcement:
High tensile synthetic yarn braided

Application:
For conveying welding gases.

Cover:
Blue and red, green and red, smooth synthetic rubber, 
abrasion, weather and abrasion resistant

Temp range:
-35℃ to 90℃

Standards:
ISO3821:2008(Formerly EN559:2003)

 
 

Code  
 

6003001 

6003002 

6003003 

6003004  

6003005  

I.d.  o.d.  W.P. 
mm               inch                mm              mpa                psi 
5                   3/16"                  12                     2                     300 
6                    1/4"                   13                     2                    300 

8                   5/16"                  15                      2                     300 

10                   3/8"                   17                     2                     300 

13  1/2"  22  2  300 

B.P. Weight 
mpa               psi               kg/m 

6 900 0.27 

6 900 0.32 

6 900 0.49 

6 900 0.55 

6 900 0.76 

M ax.Length. 
m/roll 
100±1% 

100±1% 

100±1% 

100±1% 

100±1% 

 



Grader Welding Hose

Application:
Oxygen/acetylene gas welding: insert gas (such as argon gas and helium gas 
etc.) welding is also compatible; in line with the requirements of standards 
RMA/CGA for Grade R welding hose, non-conducting; neither the inner layer 
nor protective layer of rubber hose of this grade are oil and flame resistant.

Inner layer of Hose:
Styrene butadiene rubber (SBR)

Protective layer of Hose:
Blends of styrene butadiene rubber and ethylene-propylenedien monomer 
rubber (SBR &EPDM)

Intermediate reinforced layer:
Polyester fiber spiral line.

ApplicableTemperature:
-25°C to 70°C

AUTOMOTIVE RUBBER HOSE

Radiator Hose

Application:

For the transportation of high-pressure air or water liquid

Specific Information:

Material:
SBR,NR,NBR,EPDM,CR surface: smooth

Work Pressure:
20bar Burst Pressure : 60bar

Reinforcement:
1 or 2 layer of fiber braid.

Color:
Black, grey, yellow, red,blue,white.

Standard:
ISO 2398; Bs2050

Working Temperature:
-40℃ ~121℃



Email: info@boteindustries.co.za
Cell: 083 744 7253

Office: 035 001 0337

Address: ERF 1794 Phase 1A,
Richards bay Industrial development zone

3900

CONTACT US:
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